
DESIGN FLOOR BOOK

ALL TIMBERWISE DESIGN FLOORS ARE INSTALLED 

GLUEING DOWN TO SUBFLOOR



173mm

17
3m

m

173m
m

346 mm

520 mm

52
0 m

m 520 m
m

DESIGN FLOOR KOLMIO design by 
Harri Koskinen

Measures

Thickness: 14 mm

Width: 150 mm

Length - sides: 346 x 173 x 173 x 173 mm  

One pattern (consists of three pieces): 
520 x 520 x 520 mm

Wood species: Oak, Ash, Larch

All tones available, see Tone book. 



173m
m

173mm

173mm

346 m
m

520 mm

520 mm 520 mm

520 mm

DESIGN FLOOR ARGYLE - pattern 
installed with KOLMIO pieces

Measures

Thickness: 14 mm

Width: 150 mm

Length - sides: 346 x 173 x 173 x 173 mm  
 
One pattern (consists of six pieces):  
520 x 520 x 520 x 520 mm 

Wood species: Oak, Ash, Larch

All tones available, see Tone book

Installation with separate reversing tongues.
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DESIGN FLOOR HEXAGON, KENNO, 
KEHÄ - patterns installed with  
KOLMIO pieces

Measures

Thickness: 14 mm

Width: 150 mm

Length - sides: 346 x 173 x 173 x 173 mm  

Wood species: Oak, Ash, Larch

All tones available, see Tone book

Installation with separate reversing tongues.



Kenno pattern Hexagon pattern Kehä pattern
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DESIGN FLOOR VIISTO 

Measures

Thickness: 14 mm

Width: 150 mm /185 mm

Length: 500 mm /  700 mm.  

Wood species: Oak, Ash, Larch

All tones possible, see Tone book.



550 m
m

700 m
m

700 m
m

212 mm

1250 m
m

550m
m

212 mm

150 mm

150 mm

550 m
m

150 mm

700 m
m

212 mm

1250 m
m

300 mm

261 mm

315 m
m

500 m
m

500 m
m

261 mm

815 m
m

315 m
m

185 mm

185 mm

315 m
m

185 mm

500 m
m

261 mm

815 m
m

370 mm

515 m
m

700 m
m

700 m
m

261 mm

1215 m
m

515 m
m

261 mm

185 mm

185 mm

515 m
m

185 mm

700 m
m

261 mm

1215 m
m

370 mm



850 mm850 m
m

21
2 

m
m

350 mm

150 m
m

500 mm

21
2 

m
m

21
2 

m
m

350 mm

500 mm

850 m
m

DESIGN FLOOR BLOCK CHEVRON - 
pattern intalled with VIISTO pieces

Measures

Thickness: 14 mm

Width: 150 mm
 
Length: 500 mm 

Wood species: Oak, Ash, Larch

All tones available, see Tone book. 
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DESIGN FLOOR CHEVBONE - pattern  
installed with VIISTO pieces

Measures

Thickness: 14 mm

Width: 150 mm 

Length: 500 mm 

Wood species: Oak, Ash, Larch

All tones available, see Tone Book 
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DESIGN FLOOR PALA

Measures 

Thickness: 14 mm 

Width: 150 mm  

Length: 150 /300 / 450 mm 

Wood species: Oak, Ash, Larch

The amount needed of each piece - piece 150, piece 300 and piece 
450 - has to be informed in the order. 

All tones available, see Tone book.

Installation with separate reversing tongues.



DESIGN FLOOR PALA PATTERN EXAMPLES



DESIGN FLOOR CHEVRON

Measures

Thickness: 14 mm

Width x Length: 

80 x 515 or 670 mm

110 x 515 or 670 mm

150 x 670 mm

Angle: 45° standard, also available with 60° 

Wood species: Oak, Ash, Larch

All tones available, see Tone book. 

Two handed installation with A-boards and B-boards. 

Oak 150x670mm, Chevron 45° SkyWhite
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 CHEVRON 45° 



Larch 110 x 670mm, Chevron 45° Snow whiteAsh 80 x 515 mm, Chevron 45° White wax oiled Oak 80 x 670 mm, Chevron 45° wax oiled



 CHEVRON 60° 
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Oak 110 x 670 mm, Chevron 60° Walnut Oak 80 x 515 mm, Chevron 60° NordicOak 80 x 670mm, Chevron 60° Pallas



DESIGN FLOOR HERRINGBONE 

Measures

Thickness: 14 mm

Width x length: 

 80 x 480 mm
 80 x 560 mm
110 x 550 mm
110 x 660 mm
150 x 900 mm 
185 x 925 mm  

Wood species: Oak, Ash, Larch

All tones available, see Tone book,

Two handed installation with A-boards and 
B-boards. 

Oak Herringbone 185 x 925 mm wax oiled Oak Herringbone 110 x 660 mm Snöhetta
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TWO HANDED PRODUCT A & B

Oak Herringbone 80 x 480 mm Eben



DESIGN FLOOR DOUBLE HERRING-
BONE - pattern installed with  
HERRINGBONE boards

Measures

Thickness: 14 mm

Width x length: 

 80 x 480 mm
 80 x 560 mm
110 x 550 mm
110 x 660 mm
150 x 900 mm 
185 x 925 mm   

Wood species: Oak, Ash, Larch

All tones available, see Tone book

Two handed installation with A-boards and 
B-boards. 

Oak Double Herringbone with 185 x 925 mm boards, Nordic



DESIGN FLOOR BASKET WEAVE - 
pattern installed with HERRINGBONE 
board

Measures

Thickness: 14 mm

Width x length: 

 80 x 480 mm
 80 x 560 mm
110 x 550 mm
110 x 660 mm
150 x 900 mm 
185 x 925 mm  

Wood species: Oak, Ash, Larch

All tones available, see Tone book.

Two handed installation with A-boards and 
B-boards. 

Oak Basket Weave with 185 x 925 mm boards, wax oiled



DESIGN FLOOR TILE PATTERN - 
pattern installed with HERRINGBONE 
boards

Measures

Thickness: 14 mm

Width x length:  

 80 x 480 mm
 80 x 560 mm
110 x 550 mm
110 x 660 mm
150 x 900 mm 
185 x 925 mm   

Wood species: Oak, Ash, Larch

All tones available, see Tone book

Two handed installation with A-boards and 
B-boards. 

Oak Tile pattern with 185 x 925 mm boards



DESIGN FLOOR RUUTU

Measures

thickness: 14 mm

Width x Length: 600 x 600 mm

Wood species: Oak, Ash, Larch

Tones available, only sanded surface;

Oak: Antique, Cognac, Eben, Matt lacquered, 
Luosto, Lyngen, Nordic, Untreated, Sky White, 
Snöhetta, White matt lacquered, Wax oiled.

Ash: Eben, Matt lacquered, Untreated, Snow 
White, White matt lacquered, White wax 
oiled, Wax oiled.

Larch: Arctic, Cognac, Eben, Matt lacque-
red, Nordic, Snow White, Untreated and Wax 
oiled. 

Installation with separate reversing tongues.



DESIGN FLOOR PUNOS design by 
Joanna Laajisto

Measures

Thickness: 14 mm

Width x Length: 1050 x 1050 mm

Wood species: Oak, Ash, Larch

Tones available, only sanded surface;

Oak: Antique, Cognac, Eben, Matt lacquered, 
Luosto, Lyngen, Nordic, Untreated, Sky White, 
Snöhetta, White matt lacquered, Wax oiled.

Ash: Eben, Matt lacquered, Untreated, Snow 
White, White matt lacquered, White wax 
oiled, Wax oiled.

Larch: Arctic, Cognac, Eben, Matt lacque-
red, Nordic, Snow White, Untreated and Wax 
oiled. 

Installation with separate reversing tongues



Factory: Juvantie 222, 32200 Loimaa, Finland

+3582 763 6420

info@timberwise.fi 

For more information, please contact our distribution partner:


